
The future of clean energy is here.
Discover the New Soltaro All-In-One ESS

All-In-One ESS IP 65 Range

Australian Designed and Engineered

Wall Mounted, IP 65 for Outdoor Application

Stackable, to grow with you 

Smart Grid, Back-Up, Off/On Grid

Seamless Switchover to keep you powered during outages

Plug and Play Installation, easily retrofit to existing system

Local and Remote monitoring 

Available in Hybrid or AC Coupled Inverter options

 

 

Sun for you, 
Sun for me.
Use what you need,
sell what you don't.



www.soltaro.com.au Made In China

SOL TARO 
POWERING THE FUTURE WITH SOLAR 

DEVICE SHORT NAME 
PV STRING INPUT (DC) 
Max. DC Input Power [W} 
Max. DC Input Voltage [V) 
MPPT Voltage Range [V] 
Max. input current [A] 
Max. short circuit current [A] 
NO. of MPP Trackers 
Strings per MPP Tracker 
Galvanic Isolation for PV Modules 

BATTERY INPUT SIDE 
Battery Capacity 
Nominal Battery Voltage 
Battery Voltage Range 
Galvanic Isolation for Battery 
Max. Charge Current 
Max. Discharge Current• 
Protection 
Depth of Discharge 

GRID AC OUTPUT( ON-GR ID) 
Nominal Apparent Power Output to Utility Grid [VA] 
Maximum Apparent Power Output to Utility Grid [VA( 
Max. Apparent Powerfrom Utility Grid [VA] 
Nominal Output Voltage [V] 
Nominal Output Frequency [HZ] 
Max. AC Current Output to Utility Grid [A] 
Max. AC Current From Utility Grid [A] 
Output Power Factor 
Output THDi [@Nominal Output] 

EPS AC OUTPUT DATA( BACK-UP) 
Max. Output Apparent Power [VA] 
Peak Output Apparent [VA ] 

" A 

Max. Output Current [A] 
Nominal Output Voltage [V] 
Nominal Output Frequency [HZ] 
Output THDv [@Linear Load] 

EFFICIENCY 
MPPT Efficiency 
Euro Efficiency 
Max. Efficiency 
Max. Battery to Load Efficiency 
Standby Power Losses 
Topology 

PROTECTION 
Anti - islanding Protection 
PV Sting Input Reverse Pola ri ty Protection 
Insulation Resistor Dection 
Residual Cu rrent Monitoring Unit 
Output Over Current Protection 
Output Short Protection 
Output Over Voltage Protection 

GENERAL DATA 
DC Switch 
Dimensions(W* H* D)(mm) 
Net Weight(KG) 
Protection Degree 
Mounting Information 
Operation Tempe rature Range ["C) 
Noise Emission (typical) [dB] 
User Interface 
Communication with BMS•5 

Comm un ication with Meter 
Communication w ith Portal 
Relative Humidity[%] 
Site Altitude [m] 
Cooling Concept 

CERTIFICATIONS& STANDARDS 
Grid Regulatio n 
Safety Regulation 
EMC Standa rd 
WARRANTY 

•
1

: N is the numbers of battery modules. 

Hyper-3KW Hyper-3.68KW Hyper-SKW 

3900W 4600W 6SOOW 
580V 580V 580V 
12sv-soov nsv-soov nsv-soov 
12.0A ll .OA/ ll.OA ll.OA/ll.OA 
15.0A 14.0A/14.0A 14.0A/14.0A 
1 2 2 
2 1 1 
NO NO NO 

LiFeP04 4.5KWH/9KWH/13.5KWH/18KWH/22.5KWH 
48V 
40-GOV 
YES 
GOA 
GOA 

48V 48V 
40-GOV 40-GOV 
YES 
GOA(Optionai7SA) 
GOA(Optiona i 75A) 

YES 
lOOA 
100A 

Over Voltage~ Less Voltage, Over Current, Short Circuit, Over Temperature 
Lithium-ion: 0"'100% DOD Adjustable, Lead-acid: 0"'50% DOD Adjustable 

3000VA 3G80 VA 
3000VA 3680 VA 
GOOOVA 7360VA 
230V 230V 
50/60HZ 50/60HZ 
16A 16A 
32A 32A 

-1 (Adjustable f rom 0.81eading to 0.81agging) 
<3% 

3000VA 
4.5KVA, lOS; 9KVA, lOOMS 
1GA 
230(+2%) 
50/60(+2%) 
<3% 

99.9% 
97.0% 
97.8% 
95% 
<O.SW 
High Frequency Isolation 

YES 
YES 
YES 
YES 
YES 
YES 
YES 

Optional 
"1 

414*N/1242/145mm 
GGKG/104KG/142KG 
IP 65 
Wall Bracket 
-2o·c-+GO.C(45·c de rating) 
<25db 
APP 
RS 485 & CAN 
RS 485 
Wi -Fi 
o-95% 
<4000m 
Natura l Co nvection 

<3% 

3680 VA 
5.52KVA, lOS; 11KVA, lOOMS 
1GA 
230( +2%) 
50/60( +2%) 
<3% 

99.9% 
97 .0% 
97.8% 
95% 
<O.SW 
High Frequency Isolation 

YES 
YES 
YES 
YES 
YES 
YES 
YES 

Optional 
414*N/1374/145mm 
66KG/ 104KG/142KG 
IP 65 
Wall Bracket 
-2o·c-+Go·q 45·c derati ng) 
<25db 
APP 
RS485 & CAN 
RS485 
Wi- Fi 
o-9s% 
<4000m 
Natural Convection 

SOOOVA 
SlOOVA 
9200 VA 
230V 

50/60HZ 
• 

24.SA 
40A 

<3% 

5000 VA 
G.5 KVA, lOS; 15 KVA, lOOMS 
21.7 A 
230( + 2%} 
50/60(+2%) 
<3% 

99.9% 
97.0% 
97.8% 
95% 
<0.5W 
High Frequency Isolation 

YES 
YES 
YES 
YES 
YES 
YES 
YES 

Optiona l 
414 *N/1374/145mm 
73KG/1 11KG/149KG 
IP 65 
Wall Bracket 
-2 o·c-+GO.C(45 ·c derating) 
<25db 
APP 
RS 485 &CAN 
RS 485 
Wi -Fi 
o-95% 
<4000m 
Natural Convection 

VDE-AR-N 4105, VD E01 2G-1-1, AS4 777.2, G83/2, G59, CE I 0-21, NRS 097-2-1, En50438 
IEC/ EN62109-1&2, IEC62040-1 
EN61000-6-1, ENGl 000-6-2, EN61000-6-3, EN61000-6-4, EN61000-4-16, EN61000-4-18, EN61000-4-29 
5-10 years standard warranty (depend on territory) 

~: 2L7AforAS4777.2 

_. : Can be reached only if PV and battery power is enough . 

• 2:4600 for VDE 0126·1·1 &VOE-AR-N4105, 4950 for AS4777.2; 4050 for CEI 0·21 ..s: The standard configuration is CAN. 




